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through two combination solid stream 
and water spray firehose nozzles meet-
ing paragraph (10) of this section. 

(8) On oil-burning tankships, pro-
vided with two fire pumps, where the 
engine and fire rooms are not entirely 
separated by iron or steel bulkheads, or 
if fuel can drain from fireroom bilges 
into the engineroom, one of the fire 
pumps shall be located in an accessible 
space separate from the machinery 
compartment. On all tankships con-
tracted for on or after November 19, 
1952, the requirements of paragraph (f) 
of § 34.10–5 shall be met. 

(9) Fire hydrant outlets shall have a 
minimum diameter of 11⁄2 inches. 

(10) Each fire station hydrant on a 
tankship of 500 gross tons or more must 
have at least 1 length of firehose. Each 
firehose on the hydrant must have a 
combination solid stream and water 
spray firehose nozzle that meets the re-
quirements of subpart 162.027. Firehose 
nozzles previously approved under sub-
part 162.027 of this chapter may be re-
tained so long as they are maintained 
in good condition to the satisfaction of 
the Officer in Charge, Marine Inspec-
tion. 

(11) On each tankship of 1000 gross 
tons or more, the firehose nozzle re-
quired by paragraph (a)(10) of this sec-
tion on each of the following hydrants 
must have a low-velocity water-spray 
applicator that was previously ap-
proved under subpart 162.027 and that 
connects to that nozzle when the nozzle 
itself was previously approved under 
subpart 162.027— 

(i) At least two hydrants in the Ma-
chinery and boiler spaces; and 

(ii) At least 25 percent of other hy-
drants. 

(12) Vessels contracted for on or after 
July 1, 1954, shall meet the require-
ments of § 34.10–10(h). 

(b) Installations contracted for on or 
after January 1, 1962, but prior to May 
26, 1965, shall meet the following re-
quirements: 

(1) Existing arrangements, materials, 
facilities, and equipment, except fire-
hose nozzles, previously approved shall 
be considered satisfactory as long as 
they meet the minimum requirements 
of this paragraph and they are main-
tained in good conditions to the satis-
faction of the Officer in Charge, Marine 

Inspection. Minor repairs and alter-
ations may be made to the same stand-
ards as the original installation. 

(2) Each fire station hydrant must 
have at least 1 length of firehose. Each 
firehose on the hydrant must have a 
combination solid stream and water 
spray firehose nozzle that meets the re-
quirements of subpart 162.027. Firehose 
nozzles previously approved under sub-
part 162.027 of this chapter may be re-
tained so long as they are maintained 
in good condition to the satisfaction of 
the Officer in Charge, Marine Inspec-
tion. If the firehose nozzles were pre-
viously approved under subpart 162.027, 
each of the number of hydrants in the 
locations listed in table 34.10–10(E) 
must have a low-velocity water spray 
applicator that— 

(i) Was previously approved under 
subpart 162.027 of this chapter; 

(ii) Is the length listed in table 34.10– 
10(E); and 

(iii) Meets § 34.10–10(o). 

[CGFR 65–50, 30 FR 16694, Dec. 30, 1965, as 
amended by CGD 76–086, 44 FR 2391, Jan. 11, 
1979; CGD 95–027, 61 FR 25999, May 23, 1996] 

Subpart 34.13—Steam Smothering 
Systems 

SOURCE: CGD 95–027, 61 FR 25999, May 23, 
1996, unless otherwise noted. 

§ 34.13–1 Application—T/ALL. 
Steam smothering fire extinguishing 

systems are not permitted on vessels 
contracted for on or after January 1, 
1962. Previously approved installations 
may be retained as long as they are 
maintained in good condition to the 
satisfaction of the Officer in Charge, 
Marine Inspection. 

Subpart 34.15—Carbon Dioxide 
Extinguishing Systems, Details 

§ 34.15–1 Application—T/ALL. 
(a) Where a carbon dioxide extin-

guishing system is installed, the provi-
sions of this subpart, with the excep-
tion of § 34.15–90, shall apply to all in-
stallations contracted for on or after 
January 1, 1962. Installations con-
tracted for prior to January 1, 1962, 
shall meet the requirements of § 34.15– 
90. 
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